
R70
Highly Portable Durable Screener

The McCloskey R70 delivers the versatile, 
heavy-duty configuration that is expected of the 
R-Series screeners, but can be transported easily 
and economically. The R70 is a perfect fit for 
contractors that require the ability to tackle large 
numbers of smaller heavy-duty construction, 
demolition, and remediation projects.

The R70 is built with the durability and screening 
performance that McCloskey International has built 
its reputation on, using high-quality components and 
the innovative McCloskey High Energy Screenbox.
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SCREENBOX
High Energy 4’ x 9’ (1.22 m x 2.75 m) 

Screenbox with 10 mm throw at 950 RPM 
provides the most aggressive screening 

action in its class.

HOPPER
5.4 Cubic Yard (4.13 m³) hopper equipped 

with a 48” (1200 mm) heavy duty 4 ply belt 
designed for heavy duty applications.

LARGE OPEN ENGINE BAY 
Allows easy access for service for 

minimal downtime.

OVERSIZE CONVEYOR 
Discharging oversize material at 11’ 1” 

(3.38 m), the 42” (1050 mm) wide 3 ply 
belt allows for efficient stockpiling.

TRANSPORT SIZE 
Compact transportation size is perfect 

for contractors looking for highly portable 
mobile screening.

Engine 100 hp (75 kW) Diesel
Transport Height 11’ 1” (3.38 m)
Transport Length 10’ 6” (3.20 m)
Transport Width 31’ 9” (9.68 m)
Stockpile Height 8’ 2.5” (2.50 m)
Weight* 33,951 lb (15,400 kg)


